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SPECIFICATIONS 






20 


C la-bc 


3" 


Action 


Gas Operated 


Magazine Capacity 
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Weight 


pounds 


STOCK DIMENSIONS 
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Product Warranty 

Ithaca produtrts are warranted against de- 
fects in workmanshi p ond materials far ore 
year from purchase. Manufacturer's warranty 
obligations are Imired 'e 'epair or re-place- 
ment of defective parts in products returned 
la Its or on authorized Worronty Repair Sta- 
tion and manufadurer assumes r>o (lability 
for ony incidental or consequential damages. 
Ithaca a,ur»s are designed, manufactured and 
proof -tested to specificaiions of factory load- 
ed ammunition. Use of other than factory 
loaded ammunition invalidates this warranty. 
No warranties are authorized to be made 
other ihan those slated herein. This warranty 
is expressly In lieu of any alher expressed ar 
implied warranties, including any implied 
warranty of merchantability or fitness, ond 
of any other obligation on lh* part of the 
manufacturer. 
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ASSEM BLY a 

Yaur new Hhaca-SKB 20 go gas ope 
semi-automatic shotgun is packogs<l 
Ihe barrel removed from the action. 
To prevent possible damaae to your new 
gun, please follow the assembly steps out- 
lined below. 
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1. Remove the mnga7ine cap and s i^e 
ttie forend off the magazine lube. 




1. Open the action by pulling The charg- 
ing handle to the rear until it slops. It 
will tack in. ibis position, 
Using a clean soft doth, wipe the maga- 
zine tube to remove the preservative oil. 
NOTE: Do not oil this lube except fqr 
!ong term storage! 

Use □ good quality cleaning rod with 
a doth parch to remove all traces of 
preservative oil from the bore. 

3. With the bolt still in the open position 
slide the barrel ring over the magazine 
tube and barrel Into the receiver. Be 
sure the barrel is fully seated in the 
receiver. 

Slide the forend along the magazine 
tube until fully seated (about W of ibe 
forward end of the magazine will show 





forend is fully seated), install the 
magazine cap and tighten finger tight. 




DISASSEMBLY AND CLEANING 




4, Put the safety in the "ON" portion 
(Red fJand Hidden), 

Cheek chamber and magazine for 
shells. 

Remove magazine cap and forfind. 
Open the action and remove the bar- 
rel forward off the magazine 'vbe-. 

5. Holding the charging handle with one 
hand r depress the carrier release but- 
ton ond allow the bolt to go forward 
i lowly. 

Push out the 1wo trigger plate pin* ond 
pull forward and dawn to remove the 
trigger group. 



1 



6. At 'he forward end of the receiver is 
the support block and the support block 
retainer spring. Rotate this Spring 



■1. 



5. 



dotkwise until if clears the sup- 
:k pin. Lift the Support block 
up and forward. 



7. 




A sharp pull straight cwr on the charg- 
ing handlo will re teas* if from the bolt. 
Slide the gas sleeve and the action bar 
forward off the magqzine tube. NOTE: 
Garban buildup on the magazine tube 
may make removal of the 90s sleeve 
difficult. If so, use 00 steel wad soaked 
in cleaning solvent to remove excess 
carbon from the magazirxs rube. Wipe 
dry with a clean cloth. 




8. The ad ion bar may be removed from 
the gas sleevs by lifting the rear to di&- 
engage the locking carrs. 




Clean oil parts by washing with a good 
solvent and wipe dry with a soft cloth. 
Oil all friction points On trigger and bo t 
assemblies with a good light oil. Do 
not oil rnagojine tube or gos sleeve. 
Barrel may be deemed wi'h o proper 



size potch and solvent. If bare becomes 
loaded, use wire bore brush Clean 
the barrel ring and the gas ports with a 
soft clolh and solvent. If there is heavy 
carbon buildup on rhu area use a soH 
brush Or knife blade to genf'y 
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scrope the carbon away. Be careful 
not to damage the gas ports or gas 
seak 




NOTE; Do npf arhsmpf to iwifiw tht gat selector 
iwiTch. 

AIjo, disnsstn-.bly nf trie triage* group and gos 
selector switch should be cone only by u quu i J 
rr.pc.'u i'uriOf'i. 

PROPER POSITION OF LOADAMATIC 
SELECTOR 
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For 



This fthaca-SKB s-ho'gjr is equipped 
with go* selector tc allow you to fire 
□II loads in the same barrel. To assure 
proper function the selector switch must 
be set os follows: 

all 234" ond 3" MAGNUM ammunition ohgn 



rht leiier "H" wilh 'he inde* poinl. 

for all other Ponds ulign the litter 'L" w'll 1h? 
ncif t pc t A (nf or rhci boss rim cl a tired ihell 
may be used \o pos-.tton 1he selec-01 irtiich NO~E. 
Firing, magnum loadi on "L" ng will hit/eoiW 
recoil aid! inoy damage yPiK gun. 

Double-click here to edit 



Loading and Unloading 6. 

14. Make certain gun is empty. Put safety 
in on position by pushing butfon left to 
right until red diSOppeors. 




IS. To load chamber, pull hack charging 
handle until action remains open. Insert 
shell into loading port of receiver Ortd 
slowly close action. Notsi A round will 
feed from magazine to chamber when 
(barging handle Is pulled bock by hond. 




16. To load magazine, depress carrier la'ch 
button and push carrier plate down. In- 
sert shell into magazine until it is held 
by the shell stop, Magazine capacity is 
four rounds (twa with plug installed! 1 




To unload magazine, depress carrier 
larch button and push carrier p'aie 
down. Holding shell stop with ihumb, re- 
move shells from magazine. To unload 
chamber, pull hack fha-ging handle. 
Notei All shells may be removed by 
pulling bac< changing laidle and cycling 
shall; from magazine to chamber. 




NOTE: The stack and forend on 'he Model 
XL 900 Deljxe are finished with an exclus'vc 
highlight finishing process which Is applied 
by hand and provides Itie outstanding ap- 
pearance long associated anly with the finest 
grained walnut. Refinishlng should net be at- 
tempted. Severely marred slocks should be 
replaced by the factory. 



Installation of 3 -Shot Magazine Plug 

(To comply with Federal Migratory Bird Regu- 
lations! 1 

1, Remove magazine cap while holding 
barrel securely. 

2. Insert the magazine plug directly into 
the center of magazine until the flat cap 
of the plug rests on the end of the maga- 
zine spring retainer. 

Reassemble gun in regular manner. 



